
3M plate mounting tapes ensure that a craftsperson’s print 
room is a space where science and craft work as one. Each 
step of production requires skill and attention to detail, even 
after the press run completes. When you are ready to demount 
and move on to the next run, 3M can help you reduce plate 
waste, save time, and continually improve operations. 

Introducing 3M™ Cushion-Mount™ Pro-Series Plate 
Mounting Tape with 3M™ Comply™ Adhesive System

Adhesive technology 
to help you pull off  
a great print job.

Up to  
54% easier  
to remove tape  
  from sleeve!**

Where science meets craft.   *In comparison to H-Series.
**In comparison to E, H & L-Series.

Up to  
78% easier  
to remove plate  

from tape!*



Authorized Distributor: 

3M, Comply, Cushion-Mount and Flexomount are marks and/or registered marks of 3M Company. Unauthorized use prohibited. Please recycle.  
Printed in USA. © 3M 2020. All rights reserved.

Product Selection and Use: Many factors beyond 3M’s control and uniquely within user’s knowledge and control can affect the use and performance of 
a 3M product in a particular application. As a result, customer is solely responsible for evaluating the product and determining whether it is appropriate 
and suitable for customer’s application, including conducting a workplace hazard assessment and reviewing all applicable regulations and standards 
(e.g., OSHA, ANSI, etc.). Failure to properly evaluate, select, and use a 3M product and appropriate safety products, or to meet all applicable safety 
regulations, may result in injury, sickness, death, and/or harm to property. Warranty, Limited Remedy, and Disclaimer: Unless a different warranty is 
specifically stated on the applicable 3M product packaging or product literature (in which case such warranty governs), 3M warrants that each 3M 
product meets the applicable 3M product specification at the time 3M ships the product. 3M MAKES NO OTHER WARRANTIES OR CONDITIONS, 
EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR CONDITION OF MERCHANTABILITY, FITNESS FOR A 
PARTICULAR PURPOSE, OR ARISING OUT OF A COURSE OF DEALING, CUSTOM, OR USAGE OF TRADE. If a 3M product does not conform to this 
warranty, then the sole and exclusive remedy is, at 3M’s option, replacement of the 3M product or refund of the purchase price. Limitation of Liability: 
Except for the limited remedy stated above, and except to the extent prohibited by law, 3M will not be liable for any loss or damage arising from or 
related to the 3M product, whether direct, indirect, special, incidental, or consequential (including, but not limited to, lost profits or business opportunity), 
regardless of the legal or equitable theory asserted, including, but not limited to, warranty, contract, negligence, or strict liability.

Pro-Series L-Series E & H-Series Flexomount

+  Easier tape removal
from sleeve

+  Highest productivity

+  Easier plate removal
+  Longer plate life

+  Strong hold guarantee
+  Foam density selection
+  Tight caliper tolerances
+  3M™ Comply™ Adhesive System

+  High adhesion vinyl
+  Used for solid plate mounting
+  Minimum pin holing on

solid work

3M™ Cushion-Mount™ Pro-Series 
Plate Mounting Tape

3M Flexo Innovation Portfolio

We heard our customers loud and clear—they liked the L-Series, and  
asked for a product with easier removal from sleeve. 3M™ Cushion-Mount™ 
Pro-Series Plate Mounting Tape with 3M™ Comply™ Adhesive System  
meets just that need. It has the same plate-side properties of L-Series,  
but also improves the sleeve-side demounting process. 

Microscopic view of adhesive surface 
measured with interferometer.

Air Release Technologies
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3M™ Comply™ Adhesive System
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Pebbled Liner
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Flat Liner

Virtually 
bubble free

Some bubbles

Many bubbles

3M Industrial Adhesives & Tapes  
3M Center, Bldg 225-3S-06 St. 
Paul, MN 55144-1000 USA

Optimal
Specially formulated adhesive on 
the sleeve side for optimal tape 
repositioning and removal

Consistent Consistent performance, even
across humid conditions

Productive Reduces overall demounting time,
increasing productivity

CONVERSOURCE INC
1510 Page Industrial Blvd.

Saint Louis, Missouri 63132 USA   
Phone: (800) 808-1565  Fax: (800) 482-7688   

IntegratedSolutions@Conversource.com
www.conversource.com




